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Carmel Standard Drawings

Typical Section — Local Street 10-35 Modified Roll Curb

Typical Section — Collector Street 10-36 Harrison Monument Installation

Typical Section — Secondary Arterial 10-37 Handrail

Typical Section — Primary Arterial 10-38 Barrier Curb at RAB Truck Apron Detail
Typical Section — Secondary Parkway 10-39A  Concrete Curb End Treatment Delineation
Typical Section — Primary Parkway 10-39B  Fire Hydrant Marker Placement

Typical Section — Residential Parkway—4 Lane 10-49 Service and Control Cabinet Detail
Typical Section — Residential Parkway 10-41  Electrical Control Box Detail

Street Signage Detail 10-42 15" Light Pole Foundation Detail
Standard Blade Dimensional Detail 10—43A Modified Curb Ramp Type ‘A’

Street Name Signs 10-438  Modified Curb Ramp Type 'C’
Subsurface Drain 10-43C  Modified Curb Ramp Type D’

Concrete Roll Curb & Gutter 10-43D  Modified Curb Ramp Type ‘G’

Combined Curb & Gutter Type I 10-43E  Modified Curb Ramp Type K’

Com‘bined Curb & Gutter Type Il 10-43F Modified Curb Ramp Type 'L’

Straight Concrete Curb 10-436  Modified Curb Ramp Type N’

Typical — Sidewalk Detail 10-44 Conduit/Interduct Detail

Sidewalk Adjacent To Curb 10-45 Location Plan for Sidewalk Curb Ramps

Bituminous Recreational Path

Residential Driveway—Depressed Curb

Commercial Driveway—Depressed Curb

Concrete Drive with Depressed Curb & Gutter

Street Cut Repair Detail

Bituminous Patch Detail

Colored Concrete Pattern Detail

Roundabout Signage Detail

Subdivision Cul-de—sac A

Subdivision Cul—de—sac B

Install Curb Adjacent to Existing Pavement

Typical SSD Lateral to Individual Lots In Rear Yard
Typical Swale Details

Trench Detail for City Storm Sewers

Water & Sewer Main & Lateral Trench Detail for Utility Installations within The City R/W
Standard Intersection

Median Island at Subdivision or Commercial Entrance
Auxiliary Lanes & Major Road Improvements
Auxiliary Lanes for Left Turn Bay

Typical Curb Inlet Type *J'

CITY OF CARMEL STANDARDS

INDEX
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SOSVONVLS TINGVI 40 ALID

RIGHT-OF-WAY
50'-0" LOCAL STREET

@ 1.5" — 165#/SYD. HMA BITUMINOUS SURFACE 9.5 mm ON

=01
INIMY HA

JdVANYLS

.‘_g 5 § 27 13" MAX 13" MAX 2 4 5 ._g.
& \@ 5 e &
[YPICAL SECTION
LEGEND LOCAL STREET
BITUMINOUS PAVEMENT NO SCALE

2" — 220#/SYD. HMA BITUMINOUS INTERMEDIATE 19.0 mm ON (©  UNDERDRAIN — SEE STANDARD DRAWNG 10-9
3" — 330#/SYD. HMA BITUMINOUS TYPE 'B' BASE 25.0 mm ON (®) SIDEWALK — SEE STANDARD DRAWING 10-14
7" COMPACTED AGGREGATE #53 BASE ON () CONCRETE ROLL CURB AND GUTTER -
COMPACTED SUBGRADE OR TREATED SUBGRADE SEE STANDARD DRAWING 1010

@) SODDING

OR AT THE DISCRETION OF THE CITY ENGINEER

1.5" — 165#/SYD. HMA BITUMINOUS SURFACE 9.5 mm ON
v_Q: — 770#/SYD. HMA BITUMINOUS TYPE ‘B’ BASE 25.0 mm ON
COMPACTED SUBGRADE OR TREATED SUBGRADE

v_Amcmm._._._.S.m ALTERNATE DRAINAGE LAYER IF NECASSARY:
2" — 220#/SYD. HMA BITUMINOUS INTERMEDIATE 19.0 mm ON
27 — 220#/SYD. HMA BITUMINOUS TYPE °C’ INTERMEDIATE 19.0 mm ON
3" — 330#/SYD. HMA BITUMINOUS TYPE 'B' BASE 25.0 mm ON
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80'-0" COLLECTOR STREET

RIGHT-OF-WAY

¢—0l
INIMY HQ

JIVANYLS

X BMN 2 18" MIN

18" MIN 2 BMN X

LOCATION OF
PROFILE GRADE

02 of

BITUMINOUS PAVEMENT

(® 1.5" — 165#/SYD. HMA BITUMINOUS SURFACE, TYPE 'C’, 9.5 mm ON

[YPICAL SECTION
LEGEND COLLECTOR STREET

NO SCALE

2.5" — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON

3.5" — 385#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON

2.5" — 275#/SYD. HMA BITUMINOUS TYPE 'C’ INTERMEDIATE 19.0 mm ON

3" — 330#/SYD. HMA BITUMINOUS TYPE 'C' BASE 25.0 mm ON
COMPACTED SUBGRADE

OR
1.5" — 165#/SYD. HMA BITUMINOUS SURFACE 9.5 mm ON

2.5" — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON

3.5" — 385#/SYD. HMA BITUMINOUS TYPE 'C' BASE 25.0 mm ON
2 — 4" LIFTS COMPACTED AGGREGATE BASE #53 ON

6" COMPACTED AGGREGATE #2 BASE ON

COMPACTED SUBGRADE

OR

10" CLASS "A" CONCRETE ON
6" COMPACTED #53 STONE ON
COMPACTED SUBGRADE

NOTES:

ADD 2” HAC BINDER OR BASE OR CONCRETE FOR TRUCK TRAFFIC > 10% OF ADT

©@®Q06

%

m@%

UNDERDRAIN — SEE STANDARD DRAWING 10-9
CURB TYPE Il — SEE STANDARD DRAWING 10-11
SODDING

RECREATIONAL PATH

1" — 110#/SYD. HMA BITUMINOUS SURFACE TYPE 'B' ON
3" — 330#/SYD. HMA INTERMEDIATE TYPE ‘B’ ON

5" COMPACTED AGGREGATE, NO. 53 STONE ON
COMPACTED SUBGRADE

WIDTH OF RECREATIONAL ASPHALT PATH DESIGNATED
BY CARMEL ALTERNATIVE TRANSPORTION PLAN




RIGHT-OF-WAY

90'-0" SECONDARY ARTERIAL

SUIVONVLS TINGVI 40 ALID

WId3LdY AgVANOOIS — NOILOSS TVOIdAL

¢—=0l

ONIMY Hd
JIVANYLS

X 6 MN.2 24" MAX 24" MAX 26 MN.
26 @ 26
\_N LOCATION OF *
(L i PROFILE GRADE @ Lol \AHU.V .N,.\;
20% | WA —tr
) :

[YPICAL SECTION

LEGEND SECONDARY ARTERIAL

BITUMINOUS PAVEMENT

2.5 — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON
3.5 ' — 385#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON

2.5" — 275#/SYD. HMA BITUMINOUS TYPE 'C’ INTERMEDIATE 19.0 mm ON
3" — 330#/SYD. HMA BITUMINOUS TYPE 'C' BASE 25.0 mm ON
COMPACTED SUBGRADE

OR

1.5" — 165#/SYD. HMA BITUMINOUS SURFACE 9.5 mm ON

2.5" — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON
3.5" — 385#/SYD. HMA BITUMINOUS TYPE 'C' BASE 25.0 mm ON

2 — 4" LFTS COMPACTED AGGREGATE BASE #53 ON

6" COMPACTED AGGREGATE #2 BASE ON

COMPACTED SUBGRADE

OR

10" CLASS "A” CONCRETE ON
6" COMPACTED #8 STONE ON
COMPACTED SUBGRADE

NOTES:
ADD 2" HAC BINDER OR BASE OR CONCRETE FOR TRUCK TRAFFIC > 10% OF ADT

1.5" — 165#/SYD. HMA BITUMINOUS SURFACE, TYPE 'C’, 9.5 mm ON NO SCALE

UNDERDRAIN — SEE STANDARD DRAWING 10-9

CURB TYPE Il — SEE STANDARD DRAWING 10-11
SODDING

RECREATIONAL PATH

1" — 110#/SYD. HMA BITUMINOUS SURFACE TYPE 'B" ON
3" — 330#/SYD. HMA INTERMEDIATE TYPE ‘B’ ON

5" COMPACTED AGGREGATE, NO. 53 STONE ON
COMPACTED SUBGRADE

@®06

v_A WIDTH OF RECREATIONAL ASPHALT PATH DESIGNATED
BY CARMEL ALTERNATIVE TRANSPORTION PLAN
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RIGHT—OF—WAY
150'-0" PRIMARY ARTERIAL

7—01

INIMYHA
JdVANVLS

(26

MIN

24" MAXIMUM 2" 6'MIN p

YYVIYVYYTYY

2.5" — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON

02| O

[YPICAL SECTION

X  BMN 2 24’ MAXIMUM
17
20% * A
(o]
LEGEND
BITUMINOUS PAVEMENT
® 15 -
25" -
35 -
N m: _
3" — 3304/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON
COMPACTED SUBGRADE
OR
1.5" — 165#/SYD. HMA BITUMINOUS SURFACE 9.5 mm ON
3.5" — 3854/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON
2 — 4" LIFTS COMPACTED AGGREGATE BASE #53 ON
6" COMPACTED AGGREGATE #2 BASE ON
COMPACTED SUBGRADE
OR
10" CLASS "A” CONCRETE ON
6" COMPACTED #8 STONE ON
COMPACTED SUBGRADE
NOTES:

1654#/SYD. HMA BITUMINOUS SURFACE, TYPE 'C’, 9.5 mm ON NO SCALE
275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON
385#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON

275#/SYD. HMA BITUMINOUS TYPE 'C’ INTERMEDIATE 19.0 mm ON

ADD 2" HAC BINDER OR BASE OR CONCRETE FOR TRUCK TRAFFIC > 10% OF ADT

PRIMARY  ARTERIAL

©@®E®RE

*

UNDERDRAIN — SEE STANDARD DRAWING 10-9
CURB TYPE Il — SEE STANDARD DRAWING 10-11
CURB TYPE Il — SEE STANDARD DRAWING 10-12
SODDING

RECREATIONAL PATH

1" — 110#/SYD. HMA BITUMINOUS SURFACE TYPE 'B' ON
3" — 330#/SYD. HMA INTERMEDIATE TYPE 'B’ ON

5" COMPACTED AGGREGATE, NO. 53 STONE ON
COMPACTED SUBGRADE

WIDTH OF RECREATIONAL ASPHALT PATH DESIGNATED
BY CARMEL ALTERNATIVE TRANSPORTION PLAN




AVMALYd AHVANOOIS — NOILOFS IVOIdAL

SOSVONYLS TINGVD 40 ALID

RIGHT-OF-WAY

120'-0" SECONDARY PARKWAY

G0l
INIMY HQ

JdVANYLS

26

X 6MN 2 24" MAXIMUM 2 16| MIN

24" MAXIMUM 2 6MIN X

Yevvyvvvvivevevewy

OR

10" CLASS "A” CONCRETE ON
6" COMPACTED #8 STONE ON
COMPACTED SUBGRADE
NOTES:
ADD 2" HAC BINDER OR BASE OR CONCRETE FOR TRUCK TRAFFIC > 10% OF ADT

02| o

tvedy —20% _20% _
20% B R 20%
: 1
LEGEND SECONDARY PARKWAY
BITUMINOUS PAVEMENT
(® 1.5" — 1654/SYD. HMA BITUMINOUS SURFACE, TYPE 'C’, 9.5 mm ON NO SCALE

2.5” — 2754/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON
3.5" — 385#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON (© UNDERDRAIN — SEE STANDARD DRAWING 10-9
2.5” — 275#/SYD. HMA BITUMINOUS TYPE 'C’ INTERMEDIATE 19.0 mm ON
3" — 3304/5YD. HMA BITUMINOUS TYPE 'C' BASE 25.0 mm ON @  CURB TYPE Il — SEE STANDARD DRAWNG 10-11
COMPACTED SUBGRADE (® CURB TYPE Ill — SEE STANDARD DRAWING 10-12
OR (@) SODDING
1.5” — 1654/SYD. HMA BITUMINOUS SURFACE 9.5 mm ON (©) RECREATIONAL PATH
2.5” — 2754#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE °C’ 19.0 mm ON 1" = 1104/SYD. HMA BITUMINOUS SURFACE TYPE 'B' ON
3.5” — 385#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON w mo,wwwﬁwoy m_n,w\_m,m mﬁmm,ﬁv;mﬂ mw%zmm wZoz
2 — 4" LFTS COMPACTED AGGREGATE BASE #53 ON » NO.
6" COMPACTED AGGREGATE #2 BASE ON COMPACTED SUBGRADE
COMPACTED SUBGRADE k  WDTH OF RECREATIONAL ASPHALT PATH DESIGNATED

BY CARMEL ALTERNATIVE TRANSPORTION PLAN
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RIGHT—OF—-WAY
140'-0" PRIMARY PARKWAY

9-01

INIMY HQ
JdVANVYLS

X 6MN 2 24 MAXIMUM 2 1e(MN 2 24 MAXIMUM 2 6MN X
:W“: PP I P . AMfWW \ﬂvw?
O:, IH —20%
19
[YPICAL SECTION
LEGEND PRIMARY PARKWAY
BITUMINOUS PAVEMENT NO SCALE

@ 1.5" — 165#/SYD. HMA BITUMINOUS SURFACE, TYPE 'C’, 9.5 mm ON

2.5" — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C' 19.0 mm ON
3.5" — 385#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON

2.5" — 275#/SYD. HMA BITUMINOUS TYPE 'C’ INTERMEDIATE 19.0 mm ON
3" — 330#/SYD. HMA BITUMINOUS TYPE 'C' BASE 25.0 mm ON
COMPACTED SUBGRADE

OR

1.5" — 165#/SYD. HMA BITUMINOUS SURFACE 9.5 mm ON

2.5" — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C' 19.0 mm ON
3.5" — 385#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON

2 — 4" LIFTS COMPACTED AGGREGATE BASE #53 ON

6" COMPACTED AGGREGATE #2 BASE ON

COMPACTED SUBGRADE

OR

10" CLASS "A” CONCRETE ON
6" COMPACTED #8 STONE ON
COMPACTED SUBGRADE

NOTES:
ADD 2" HAC BINDER OR BASE OR CONCRETE FOR TRUCK TRAFFIC > 10% OF ADT

@O

%

UNDERDRAIN — SEE STANDARD DRAWING 10-9
CURB TYPE Il — SEE STANDARD DRAWING 10-11

CURB TYPE Il — SEE STANDARD DRAWING 10-12
SODDING

RECREATIONAL PATH

1" — 110#/SYD. HMA BITUMINOUS SURFACE TYPE 'B’ ON
3" — 330#/SYD. HMA INTERMEDIATE TYPE 'B’ ON

5" COMPACTED AGGREGATE, NO. 53 STONE ON
COMPACTED SUBGRADE

WIDTH OF RECREATIONAL ASPHALT PATH DESIGNATED
BY CARMEL ALTERNATIVE TRANSPORTION PLAN
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INIMY HQ
JIVANYLS

RIGHT—-OF-WAY
100'-0" RESIDENTIAL PARKWAY

X 6MN 2 24" MAXIMUM 2 12'| MIN 2 24" MAXIMUM 2 BMIN. X

@ @ 26
17

cesdal o _ i 0 "mv @ L. \@ w.w?
T i [ MR

o ®

[YPICAL SECTION
LEGEND 4 — LANE RESIDENTIAL PARKWAY

BITUMINOUS PAVEMENT
(® 1.5" — 1654/SYD. HMA BITUMINOUS SURFACE, TYPE 'C’, 9.5 mm ON  NO SCALE
2.5” — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON

3.5" — 385#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON (U) UNDERDRAIN — SEE STANDARD DRAWING 10-9
2.5" — 275#/SYD. HMA BITUMINOUS TYPE °C’ INTERMEDIATE 19.0 mm ON
CURB TYPE Il — SEE STANDARD DRAWING 10-11
3" — 3304#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON @
COMPACTED SUBGRADE (1) CURB TYPE Il — SEE STANDARD DRAWING 10-12
OR @) SODDING
1.5" — 165#/SYD. HMA BITUMINOUS SURFACE 9.5 mm ON (©) RECREATIONAL PATH
2.5" — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON 17 — 1104/SYD. HMA BITUMINOUS SURFACE TYPE ‘B ON
3.5” — 3854/SYD. HMA BITUMINOUS TYPE 'C' BASE 25.0 mm ON w momwww\mwoy n_m_%,m %ﬁaﬁv_wﬂ mﬂ%zmm wZoz
2 — 4" LFTS COMPACTED AGGREGATE BASE #53 ON » NO.
6” COMPACTED AGGREGATE #2 BASE ON COMPACTED SUBGRADE
COMPACTED SUBGRADE V_A WIDTH OF RECREATIONAL ASPHALT PATH DESIGNATED

R BY CARMEL ALTERNATIVE TRANSPORTION PLAN

10" PLAIN CONCRETE ON
6" COMPACTED #8 STONE ON
COMPACTED SUBGRADE
NOTES:
ADD 2" HAC BINDER OR BASE OR CONCRETE FOR TRUCK TRAFFIC > 10% OF ADT
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RIGHT-OF-WAY
100'-0" RESIDENTIAL PARKWAY

Xk 6MN 2 16" MINIMUM 2 16" |MIN 2

16" MINIMUM 2" 6'MIN >k

YYVYVYYIYVYIYYPIPIYVYIYYICYY

d.-0!
ONIMY Hd

JdVANVYLS

02 O

Y S .
F
14
LEGEND RESIDENTIAL PARKWAY
BITUMINOUS PAVEMENT
(® 1.5” — 65#/SYD. HMA BITUMINOUS SURFACE, TYPE 'C’, 9.5 mm oN  NO SCALE
2.5" — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON
3.5” — 385#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON (U  UNDERDRAIN — SEE STANDARD DRAWING 10-9
2.5" — 275#/SYD. HMA BITUMINOUS TYPE 'C’ INTERMEDIATE 19.0 mm ON @ CURB TYPE || — SEE STANDARD DRAWING 10-11
3" — 330#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON
COMPACTED SUBGRADE (1) CURB TYPE Il — SEE STANDARD DRAWING 10-12
OR @) SODDING
1.5" — 165#/SYD. HMA BITUMINOUS SURFACE 9.5 mm ON (© RECREATIONAL PATH o
2.5" — 275#/SYD. HMA BITUMINOUS INTERMEDIATE, TYPE 'C’ 19.0 mm ON 1" — 1104/SYD. HMA BITUMINOUS SURFACE TYPE ‘B’ ON
3.5" — 385#/SYD. HMA BITUMINOUS TYPE 'C’ BASE 25.0 mm ON w mo,u\_ww&m\mwoz_m_%,mmﬁmm,pwo_wwm mw%zw wZoz
2 — 4" LIFTS COMPACTED AGGREGATE BASE #53 ON COMPACTED SUBGRADE
6" COMPACTED AGGREGATE #2 BASE ON
COMPACTED SUBGRADE > WDTH OF RECREATIONAL ASPHALT PATH DESIGNATED

OR

10" PLAIN CONCRETE ON
6" COMPACTED #8 STONE ON
COMPACTED SUBGRADE

NOTES:
ADD 2" HAC BINDER OR BASE OR CONCRETE FOR TRUCK TRAFFIC > 10% OF ADT

BY CARMEL ALTERNATIVE TRANSPORTION PLAN




NOTES:

ACORN FINIAL TYP.

1” ROUND ALUM. BRACKET ARM., BLACK POWDER COATED
% WALL, TUBE CAST DECORATIVE FINISH
BRACKET AND FINIAL BALL. BLACK i
POWDER COATED FINSH. A
=:_'.|
(@]
' MIN. TO . o] =
FACE OF CURB -
OAK RIDGE ROAD o
/ o
:'.|
SIGN SURROUND (1" =
SQUARE ALUMINUM TUBE,
' WALL, BLACK POWDER
COATED FINISH)
SIGN, D3 (0.125” ALUMINUM %
SIGN, BLACK INSERT WITH J
6" WHITE VINYL GRAPHICS, =
TIMES NEW ROMAN FONT, 3
AND PER STANDARD 2
DRAWING 10-8B 5
J
POLE SHAFT (3" OD.
ROUND ALUMINUM
TUBE, NON FLUTED, %"
WALL, BLACK POWDER 1|
COATED FINISH) +r
GRADE LINE
CONCRETE IRl e
FOUNDATION (TYP.)  |"4|" ]
N«
STREET SIGNAGE DETAIL P BN
NO SCALE -

INTENT OF DETAIL IS TO DUPLICATE THE EXISTING STREET NAME SIGN POSTS (STYLE, SIZE, FONT,
AND COLOR) USED ON MAIN STREET AND NORTH RANGELINE ROAD IN CARMEL. FINISH TO BE
BLACK POWDER COATED. ALL STREET NAME SIGNS TO BE PER GENERAL NOTES 2 & 3 ON
STANDARD DRAWING 10-8B.

FASTENING SYSTEM SHALL BE STAINLESS STEEL QUICKLINK TO BE SIZED SUCH THAT THERE
IS A MAXIMUM SEPARATION OF 2" BETWEEN THE TOP OF THE 1" TUBE SIGN SURROUND AND
THE BOTTOM OF THE BRACKET ARM. THE CONNECTIONS ON THE SIGN SURROUND &
BRACKET ARM SHALL BE AN INTEGRAL LOOP OR EYE-BOLT WITH SHOULDER AND HEX NUT
ASSEMBLY SUCH THAT LOOPS CAN WITHSTAND HEAVY WINDS WITHOUT DAMAGE. ANY
FASTENING OR MOUNTING HARDWARE PROVIDED SHALL BE CERTIFIED GRADE 8 STAINLESS
STEEL AND HEX NUTS SHALL HAVE NYLON LOCKING INSERTS. ALL HARDWARE SHALL BE FINE
THREAD AND FASTENED USING RED LOC-TITE 2760.

CITY OF CARMEL STANDARDS STANDARD

DRAWING
STREET SIGNAGE DETAIL 10—8A




1" 1" MIN. 44" 1” MN. 1"

OAK RIDGE ROAD

STANDARD BLADE DIMENSION

NO SCALE

ALL STANDARD CUSTOM BLADES HAVE A SPACE OF 44" FOR STREET NAMES.
THEREFORE, LETTERING WIDTH SHALL BE ADJUSTED SO THAT STREET NAME
FILLS THIS 44" SPACE AND SHOP DRAWINGS SHALL BE APPROVED BY THE CITY
OF CARMEL. ALL LETTERS SHALL BE CAPITALIZED, INCLUDING SUBSCRIPT. FOR
NUMERICAL STREETS, THE SUBSCRIPT SHALL BE 3" IN HEIGHT AND PLACED ON
THE UPPER HALF OF THE 6" SPACE FOR LETTER PLACEMENT. THE WORD
INDICATING STREET, ROAD, PARKWAY, ETC. MAY BE ABBREVIATED OR SPELLED
OUT DEPENDING ON THE STREET NAME, FOR EXAMPLE:

96™ STREET

FOR LESS LENGTHY STREET NAMES OR

MAIN STREET

WESTFIELD BLVD.
FOR LENGTHY STREET NAMES

PENNSYLVANIA ST.

GENERAL NOTES:

. IF CUSTOM SIGNAGE IS NECESSARY AND THE STANDARD BLADES CANNOT ACCOMMODATE THE
INFORMATION, LARGER BLADES CAN BE SUBMITTED FOR APPROVAL. ANY CUSTOM BLADES OVER
48" IN LENGTH SHALL BE PLACED ON TWO CUSTOM POSTS.

. ALL STREET ID SIGNS AT STANDARD INTERSECTIONS SHALL BE TWO SIDED UNLESS DIRECTED

OTHERWISE.

. ALL STREET ID SIGNS AT ROUNDABOUT INTERSECTIONS OR THAT ARE FOR ONE DIRECTION OF
TRAVEL SHALL BE ONE SIDED UNLESS DIRECTED OTHERWISE. PLEASE REFER TO STANDARD
DRAWING 10-22 FOR TYP. ROUNDABOUT SIGN PLACEMENT: NOTE 5.

CITY OF CARMEL STANDARDS

STANDARD BLADE DIMENSION DETAIL

STANDARD
DRAWING
10-8B




SEE NOTE l

YORIK sT

°° \\ LOCK—PROOF STYLE SIGN BRACKET .
o | ° THE SIGN MUST BE ENGINEER GRADE, .
o | o DOUBLE SIDED WITH FOUR (4) HOLES «| 9 FEET
PER BLADE. o
o | o 12° (TYPE 1, 2 §'X2 $X12 ga.) .
SQUARE SIGN POSTS WITH .
o | o REINFORCED ANCHORED BASE o
o ° . "
o [ : “
o | o ANCHOR BASE TO BE DRIVEN OR —— ||«
SET IN COMPACTED BACKFILL AND oIl 3 FEET
° | ° NO MORE THAN 1" ABOVE GRADE. °
NOTE: .

MINIMUM 9 INCH WIDE EXTRUDED ALUMINUM WITH DOUBLEFACED GREEN REFLECTIVE BACKGROUND
WITH A WHITE 1/2 INCH REFLECTIVE BORDER WITH 6 INCH HIGH WHITE LETTERS IN CAPITALS FOR
THE PRIMARY NAME OF THE STREET AND MINIMUM 3 INCH HIGH WHITE LETTERS IN CAPITALS FOR
THE ROAD TYPE DESIGNATIONS. REFLECTIVITY PROPERTIES SHALL BE PER MOST UP TO DATE
REFLECTIMITY REQUIREMENTS AND INDUSTRY STANDARDS.

CITY OF CARMEL STANDARDS STANDARD

DRAWING
STREET NAME SIGNS 10-8C




EARTH OR SIDEWALK SURFACE ‘\ CONCRETE CURB OR CURB & GUTTER

\ PAVEMENT~\
UNDERDRAIN TRENCH TO BE ASPHALT OR AGGREGATE
FLUSH WITH BACK OF CURB PER TYPICAL SECTION
N =z
=
INSTALL FILTER FABRIC ON <
PERIMETER OF TRENCH AND N
OVERLAP AT SUBGRADE LEVEL =
=
| T——DOUBLE WALL PIPE, HANCOR
#8 WASHED AGGREGATE = = Hi—Q, TYPE 4 PIPE OR EQUIVALENT
2 2 =z PER SECTION 401.01 OF THE
MIN MIN = STORM WATER TECHNICAL STANDARDS
12" MIN -

SUBSURFACE DRAIN

NO SCALE

NOTES:
PIPE SHALL CONFORM TO SPEC REQUIREMENTS
OF SECTION 718 OF STANDARD SPECIFICATION

INSTALLATION REQUIRED: BOTH SIDES OF PAVEMENT
AND WHERE REQUESTED BY THE CITY ENGINEER

CITY OF CARMEL STANDARDS | STANDARD

DRAWING
SUBSURFACE DRAIN 10-9
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INIMY (A
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24" MINIMUM _

18” RADIUS
3" TOP SOIL
|
,ﬂ NN
o 2% s
WMMH >
7 ©
COMPACTED .\ %/\ 5
BACKFILL B

CONCRETE ROLL CURE & GUTIER

NO SCALE

NOTES: INTEGRAL CURB WITH CONCRETE PAVEMENT SHALL BE SIMILAR SHAPE

CURE ALL EXPOSED SURFACES

CONTRACTION JOINTS SHALL BE TOOLED OR SAWED IN CONTINUOUSLY POURED CURBS TO A MINIMUM DEPTH OF 1/2”

DAMPEN SUBGRADE BEFORE PLACING CONCRETE

CONTROL JOINTS EVERY 5" MAXIMUM ON RADIl OTHERWISE EVERY 10" MAXIMUM. PREFORMED EXPANSION JOINT EVERY 50’ MAXIMUM.
NO BACKFILLING OR COMPACTION MAY OCCUR 12’ FROM CURB UNTIL 5 FULL DAYS HAVE PASSED AFTER PLACING CONCRETE

SHALL CONFORM TO CITY'S CONCRETE CURB POLICY IN ALL RESPECTS.
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24" 24"
i i ®= _ Am-
3" TOP SOIL 3" TOP SOIL
©
> ~
) —— S —
o RS ISR Y 0 N
e L LGS A S =
D] S ACONGRETE : P 4 ] @ ™~
COMP >2mo|\ g T e e ooz_n>9mo|\
BACKFILL BACKFILL

\VAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVA

\VAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAV \VAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAV/

USE DIMENSIONS FOR LOCAL ROADS ONLY

COMBINED CURB AND GUTTER TYPE Il

NO SCALE

USE DIMENSIONS FOR ALL ROADS EXCEPT LOCAL ROADS

NOTES: INTEGRAL CURB WITH CONCRETE PAVEMENT SHALL BE SIMILAR SHAPE

CURE ALL EXPOSED SURFACES

CONTRACTION JOINTS SHALL BE TOOLED OR SAWED IN CONTINUOUSLY POURED CURBS TO A MINIMUM DEPTH OF 1/2”

DAMPEN SUBGRADE BEFORE PLACING CONCRETE

CONTROL JOINTS EVERY 5 MAXIMUM ON RADIl OTHERWISE EVERY 10" MAXIMUM. PREFORMED EXPANSION JOINT EVERY 50° MAXIMUM.
NO BACKFILLING OR COMPACTION MAY OCCUR 12’ FROM CURB UNTIL 5 FULL DAYS HAVE PASSED AFTER PLACING CONCRETE

SHALL CONFORM TO CITY'S CONCRETE CURB POLICY IN ALL RESPECTS.
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3" TOP SOIL

COMPACTED
BACKFILL

\ 12 1/2"

24" 24"

muu _ Amuu m: _ Amuu
3" TOP SOIL i
2" RADIUS ] | 2" RADIUS ]
@ AN ©
R SLOPE 1/4” /FT. i .. SLOPE 1/4” FT.
Y, ——— —1 | TR T
FAPRAE > KK IR RN A
K OLASS "A" ] B\W\//W .. S s e ] o
N CONCRETE ¥+ AR CONCRETE % |
N e Dl ©f  COMPACTED - N
% Tl BACKFILL R .

USE DIMENSIONS FOR LOCAL ROADS ONLY USE DIMENSIONS FOR ALL ROADS EXCEPT LOCAL ROADS

COMBINED CURB AND GUTTER TYPE I

NO SCALE

NOTES: INTEGRAL CURB WITH CONCRETE PAVEMENT SHALL BE SIMILAR SHAPE

CURE ALL EXPOSED SURFACES

CONTRACTION JOINTS SHALL BE TOOLED OR SAWED IN CONTINUOUSLY POURED CURBS TO A MINIMUM DEPTH OF 1/2”

DAMPEN SUBGRADE BEFORE PLACING CONCRETE

CONTROL JOINTS EVERY 5 MAXIMUM ON RADIl OTHERWISE EVERY 10" MAXIMUM. PREFORMED EXPANSION JOINT EVERY 50° MAXIMUM.
NO BACKFILLING OR COMPACTION MAY OCCUR 12’ FROM CURB UNTIL 5 FULL DAYS HAVE PASSED AFTER PLACING CONCRETE

SHALL CONFORM TO CITY'S CONCRETE CURB POLICY IN ALL RESPECTS.
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3" TOP SOIL——

COMPACTED BACKFILL

Y

NSRS
RO

22"

A

A k
... w_.Ez_zocm_u><mz_mza
N R

N ui;///fo;%=a

6" CONCRETE
MINIMUM

A

SIRAIGHT CONCRETE CURB

NO SCALE

NOTES: INTEGRAL CURB WITH CONCRETE PAVEMENT SHALL BE SIMILAR SHAPE

CURE ALL EXPOSED SURFACES

CONTRACTION JOINTS SHALL BE TOOLED OR SAWED IN CONTINUOUSLY POURED CURBS TO A MINIMUM DEPTH OF 1/2”
DAMPEN SUBGRADE BEFORE PLACING CONCRETE

CONTROL JOINTS EVERY 5" MINIMUM ON RADII OTHERWISE EVERY 10" MINIMUM

NO BACKFILLING OR COMPACTION MAY OCCUR 12’ FROM CURB UNTIL 5 FULL DAYS HAVE PASSED AFTER PLACING CONCRETE
SHALL CONFORM TO CITY'S CONCRETE CURB POLICY IN ALL RESPECTS
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PER SECTION 8.09 OF SUBDIVISION CONTROL ORDINANCE

1/2" PREFORMED

JOINT FILLER

NOTE:

JOINTS SHALL BE CUT

WITH A JOINTER HAVING A
RADIUS OF 1/4” AND FILLED
WITH JOINT FILLER.

5" MIN

W=

6'—0" MAXIMUM DISTANCE OR WIDTH OF WALK IF
LESS THAN 6'—0" BETWEEN TRANSVERSE JOINTS

TRANSVERSE JOINT

TRANSVERSE JOINT

1/2" PREFORMED

JOINT FILLER

48’ BETWEEN EXPANSION JOINTS (MAX.)

PREPARED SUBGRADE COMPACTED IN ACCORDANCE
WITH SECTION 207.02 OF STANDARD INDOT SPECS.

CONCRETE SIDEWALK

NO SCALE
NOTES:

BROOM FINISH AND EDGED
CLASS 'A" CONCRETE

6" DEPTH OF CONCRETE TO BE USED ACROSS DRIVES
IF AGGREGATE IS REQUIRED #53 STONE WILL BE USED AT A MINIMUM OF 4"
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5 MIN PER SECTION 8.09 OF THE SUBDIVISION CONTROL ORDINANCE

2.0% SLOPE

Gl-0l
ONIMY HQ

JIVANYLS

1/2" PREFORMED JOINT FILLER

PREPARED SUBGRADE COMPACTED IN ACCORDANCE
WITH SECTION 207.02 OF STANDARD INDOT SPECS.

SIDEWALK ADJACENT 10 CURB

NO SCALE

NOTES: BROOM FINISH AND EDGED
CLASS 'A" CONCRETE

6" DEPTH OF CONCRETE TO BE USED ACROSS DRIVES

IF AGGREGATE IS REQUIRED #53 STONE WILL BE USED AT A MINIMUM OF 4"

RAISED 1/2" TO
ALLOW SETTLEMENT
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X

PATH WIDTH

A
!

.

PREPARED SUBGRADE COMPACTED IN ACCORDANCE
WITH SECTION 207.02 OF STANDARD INDOT SPECS.

BITUMINOUS RECREATIONAL PATH

NO SCALE

@ 1" — 110#/SYD. HMA BITUMINOUS SURFACE 9.5 mm ON

@ 3" — 330#/SYD. HMA BITUMINOUS INTERMEDIATE 19.0 mm ON

@ 5" COMPACTED AGGREGATE #53 STONE ON

@ COMPACTED SUBGRADE
> WDTH OF RECREATIONAL ASPHALT PATH AS DESIGNATED BY CARMEL ALTERNATIVE TRANSPORTION PLAN
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MEASURED AT PROPERTY LINE

5" MAXIMUM

30 | 5 | 20MAX | 8 _ 3-0 |
TAPER 127 MIN TAPER
A \
CURB— ) ( "
GUTTER — ( )
\ ‘lvw 7
\ /
o
SIDEWALK PER DETAIL 10-14 SIDEWALK PER DETAIL 10-14 N
I =
Q WING 2
=
% pMN 6" =
=
| w <
\ 4
\ /

3'-0 5 20' MAX 5 3-0
TAPER 12" MIN TAPER
CURB & GUTTER DEPRESSED CURB CURB & GUTTER

PER DETAIL 10-19
FOR ALL APPLICATIONS EXCEPT ROLL CURB

RESIDENTIAL DRIVEWAYS

NO SCALE

NOTES:
> FOR LOCAL ROADS FACE OF CURB IS TO BE 6 3/4”, BACK OF CURB 12 3/4”

ALL OTHER ROADS FACE OF CURB IS TO BE 7 1/2", BACK OF CURB 13 1/2”

ANY EXISTING CURB, SHALL BE SAWCUT AT THE NEAREST JOINT TO THE REMOVAL LIMITS AND THE EXISTING CURB REMOVED.

CONCRETE DRIVE AND/OR SIDEWALK ACROSS DRIVE SHALL BE A MINIMUM OF 6" PLAIN CONCRETE.

WINGS SHALL BE SIZED AS NOTED REGARDLESS OF EXISTENCE OR LOCATION OF SIDEWALK
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INIMY HQ
JdVANYLS

RADIUS

MEASURED AT PROPERTY LINE

30" MAX

RADIUS

90'

CURB —=

]
GUTTER— (

A
)

Ly /2"

_—

30" MAX

MEASURED AT PROPERTY LINE

ADA RAMP (AS APPLICABLE)

/

SIDEWALK PER DETAIL 10-14

SIDEWALK PER DETAIL 10-14

30" RADIUS

CURB PER CITY ORDINANCE

30

30" MAX

30

CURB & GUTTER RADIUS

DEPRESSED CURB

RADIUS

CURB & GUTTER

PER DETAIL 10-19

COMMERCIAL DRIVEWAYS

NOTES:

NO SCALE

USE FOR DRIVES WITH ALL CURB TYPES EXCEPT ROLL CURB

CONCRETE DRIVE AND/OR SIDEWALK ACROSS DRIVE SHALL BE MINIMUM OF 8" AND REINFORCED AS NEEDED BASED ON TRAFFIC EXPECTED TO ACCESS SITE.
ANY EXISTING CURB, SHALL BE SAWCUT AT THE NEAREST JOINT TO THE REMOVAL LIMITS AND THE EXISTING CURB REMOVED.

PROVIDE 30" RADIUS REGARDLESS OF SIDEWALK/PATH LOCATION.

13 1/2"

5'-0

VARIES

2'-0
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1/2" PREFORMED JOINT FILLER - 24 _
m: _ Am-—
45°
—11/2"

e | SLOPE TO MATCH ADJACENT CURB
N T A .... u.. a4, ”........h...x..\ 1o ..... P — - ——
R e T T el e oGS AT o Ly
4 ._nh N T < l\ . ” ‘ 7 ...). u. U : ;ln : 3

AV VARV A VA5 V A VA0 V.. v = a . . .....Ml _..

3—#4 EPOXY COATED BARS
PLACED AT 6" C. ON C.

COMPACTED SUBGRADE

CONCRETE DRIVE WITH
COMBINED DEPRESSED CURB AND GUTTER

NO SCALE

NOTES:

CURING COMPOUND SHALL BE PLACED ON ALL EXPOSED SURFACES,
INCLUDING SIDES, WHEN FORMS ARE REMOVED.

FACES MAY BE BATTERED TO FACILITATE SLIP FORMING.
DAMPEN SUBGRADE PRIOR TO PLACING CONCRETE.

CONTROL JOINTS EVERY 5 MAXIMUM ON RADII OTHERWISE EVERY 10’
MAXIMUM WITH PREFORMED EXPANSION JOINT EVERY 50'

USE 6” MINIMUM THICKNESS CONCRETE FOR RESIDENTUAL DRIVES

USE 8" MINIMUM THICK CONCRETE FOR COMMERCIAL DRIVES

V_A FOR LOCAL ROADS FACE OF CURB IS TO BE 6 3/4", BACK OF CURB 12 3/4”
ALL OTHER ROADS FACE OF CURB IS TO BE 7 1/2°, BACK OF CURB 13 1/2"
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EDGES TO BE SAWCUT AND )
CLEAN OF DEBRIS AND LOOSE /J 5 (MAX.) 1.5" ASPHALT SURFACE

ASPHALT BEFORE PATCHING .
12° CONCRETE

FLOWABLE FILL

3" B—BORROW
BEDDING

/7,
AR e

1.25 x 0D + 18"

SIREET CUT REPAIR DETAIL

NO SCALE

NOTES:
1. TRENCH SPOIL IS TO BE REMOVED FROM WORK SITE AND DISPOSED OF OUT OF THE RIGHT—OF—-WAY
2. FLOWABLE FILL IS TO SERVE AS BACKFILL TO THE DIMENSION LISTED IN THIS DETAIL

3. THE EXISTING PAVEMENT IS TO BE TACK COATED PRIOR TO THE LAYING OF NEW ASPHALT. TACK COAT IS TO BE
APPLIED AS SPECIFIED IN THE LATEST STANDARD OF INDOT SPECIFICATIONS, SECTION 902

4 THE NEW SURFACE IS TO BE SLOPED AT THE SAME RATE AS THE EXISTING SURFACE
5. FLOWABLE FILL SHALL CONFORM TO INDOT SPECIFICATION SECTION 213

IF PIPE IS PLASTIC OR HDPE: HAUNCHING AND INITIAL BACKFILL SHALL BE PER MANUFACTURER'S RECOMMENDATIONS (TYP. #8 STONE TO 12" ABOVE TOP OF PIPE).
FINAL BACKFILL SHALL BE FLOWABLE FILL UP TO 12" CONCRETE CAP.

S
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EDGES TO BE SAWCUT AND
CLEAN OF DEBRIS AND LOOSE
ASPHALT BEFORE PATCHING

SEAMS TO BE IRONED 5 OR GREATER

BITUMINOUS PATCH
1.5” BITUMINOUS SURFACE #11 ON

2.5 BITUMINOUS BINDER #9 ON
12" COMPACTED AGGREGATE #53

THE PAVEMENT SECTION SHALL MATCH THE EXISTING
PAVEMENT SECTION IF GREATER AT THE DISCRETION
OF THE CITY ENGINEER

B—BORROW FOR STRUCTURE BACKFILL
TO MEET THE REQUIREMENTS OF INDOT
SPECIFICATION SECTION 211

UNDISTURBED m>maxk\ PIPE BEDDING

BITUMINOUS PATCH DETAIL

NO SCALE

TO ONLY BE USED AS DIRECTED BY THE CITY ENGINEER




NOTES:
TRUCK APRON JOINTS SHALL BE RADIAL TO THE CENTER

POINT OF THE ROUNDABOUT IN A 24" GRID PATTERN
TRUCK APRON TO BE 7" OF CLASS 'A" CONCRETE ON MINIMUM OF 5" #53 STONE

RAMP JOINTS TO BE 1" X 1" SQUARES TOOLED PARALLEL TO ROAD
RAMPS TO BE 6" OF CLASS ‘A" CONCRETE ON MINIMUM OF 5" #53 STONE
CONCRETE TO BE BROOM FINISHED PERPENDICULAR TO ROAD

TO BE IMPLEMENTED AS DIRECTED BY CITY ENGINEER.

TRUCK APRON RADIAL JOINT DETAIL

RB—~< — _

~— - —

_ 24"
CENTER -~ - - - — — _ _ I

~ p— '
- F—
—

— —_—
-
-

e

—
—

“‘:
aNan, unsts
A

CITY OF CARMEL STANDARDS | STANDARD
DRAWING

COLORED CONCRETE PATTERN DETAIL 10-22A
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©

KEEP RIGHT, R4-7

ONLY NECESSARY AT SPLITTER ISLANDS
YIELD SIGN, R1-2

YIELD AHEAD SIGN, W3-2A
ROUNDABOUT SYMBOL, W2-6

XX MPH, W13-1

BOTTOM OF LOWEST SIGN TO BE MIN.
6" ABOVE FINISH GRADE.

DECORATIVE STREET NAME SIGN PER
SD10-8A & B.

ONE WAY, R6—1R BOTTOM OF SIGN 4’
ABOVE FINISH GRADE

LINE THERMOPLASTIC, 2 DASH, 2
SKIP, WHITE, 8 INCH

TRANSVERSE MARKING, THERMOPLASTIC,
CROSSWALK, WHITE, 24 INCH

TRANSVERSE MARKING, THERMOPLASTIC,
"SHARKS TEETH", YIELD LINE, WHITE

CITY OF CARMEL STANDARDS | STANDARD

DRAWING

ROUNDABOUT SIGNAGE DETAIL 10—-228B




- ~ / PROPERTY LINE or R/W
/

3450,

30

50'

SUBDIVISION CUL—-DE-SAC

NO SCALE

NOTES:

1. ELEVATIONS PROVIDED SHALL BE PROPOSED FLOW LINE OF GUTTER

2. ONE DETAIL SHALL BE PROVIDED FOR EACH CUL-DE—SAC AND INCLUDED IN THE CONSTRUCTION DRAWINGS
3. SCALE SHALL BE 1"= 40’ OR LARGER

4. CENTER OF CUL-DE-SAC TO CENTERLINE OF INTERSECTING
STREET SHALL NOT EXCEED 600’

CITY OF CARMEL STANDARDS | STANDARD

— DRAWING
SUBDIVISION CUL-DE-SAC A 10-23




R= 40" to BC

50°

SUBDIVISION CUL—-DE—-SAC

NO SCALE

NOTES:
1. ELEVATIONS PROVIDED SHALL BE PROPOSED FLOW LINE OF GUTTER

PROPERTY LINE or R/W

2. ONE DETAIL SHALL BE PROVIDED FOR EACH CUL-DE—SAC AND INCLUDED IN THE CONSTRUCTION DRAWINGS

3. SCALE SHALL BE 1= 40’ OR LARGER

4. CENTER OF CUL-DE-SAC TO CENTERLINE OF INTERSECTING
STREET SHALL NOT EXCEED 600’

CITY OF CARMEL STANDARDS | STANDARD

SUBDIVISION CUL—DE-SAC B’

DRAWING
10-24
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9.4

By e c e

S a
. . CLASSTA.
Tl A CONCRETESY e

CURB PER DETAILS: 10-10 THROUGH 10-13 AND 10-19

EXISTING PAVEMENT TO BE SAWCUT
AND CLEAN OF DEBRIS AND LOOSE
ASPHALT BEFORE INSTALLING CURB

4><>4><><>4P4P4P4P4P4P4P4P4P4P4>4P4P4P4P{P{P{V{V{P{P{P{P{P{P{PA \_ N: —s _ Z

INSTALLING CURE ADJACENT 10 EXISTING PAVEMENT

NOTES:

NO SCALE

INTEGRAL CURB WITH CONCRETE PAVEMENT SHALL BE SIMILAR SHAPE

CURE ALL EXPOSED SURFACES

CONTRACTION JOINTS SHALL BE TOOLED OR SAWN IN CONTINUOUSLY POURED CURBS TO A MINIMUM DEPTH OF 1/2"

DAMPEN SUBGRADE BEFORE PLACING CONCRETE

CONTROL JOINTS EVERY 5 MAXIMUM ON RADIl OTHERWISE EVERY 10" MAXIMUM. PREFORMED EXPANSION JOINTS EVERY 50" MAXIMUM

NO BACKFILLING OR COMPACTION MAY OCCUR 12’ FROM CURB UNTIL 5 FULL DAYS HAVE PASSED AFTER PLACING CONCRETE

EXISTING UNDERDRAIN AND FILTER FABRIC AND STONE DRAINAGE ENVELOPE SHALL BE PRESERVED

@ USE FLOWFILL AND CONCRETE CAP TO INSTALL ASPHALT PER STREET CUT DETAIL 10-20

SHALL CONFORM TO CITY'S CONCRETE CURB POLICY IN ALL RESPECTS.




OFFSET PER DETAIL 10-27

STEEL FENCE POST
Ly Z| cAP AND TAPE \
= S PROPOSED
= A GRADE
1 wn
L (V2] w —
5 & £
2 y -| z
z z o X
<
S b L
/ s |
8” TOP SOIL % £ MIN
: SSD
INSTALL FILTER FABRIC ON Q
PERIMETER OF TRENCH AND ~
OVERLAP AT SUBGRADE LEVEL J
~] MIN SLOPE .30% /
#8 WASHED AGGREGATE/
3 3 REDUCING T REQUIRED
z
MIN MN| =
12" MIN - DOUBLE WALL PIPE, HANCOR

Hi—Q OR EQUIVALENT PER
SECTION 401.01 OF THE STORM
WATER TECHNICAL STANDARDS.

SSD LATERAL 70 INDIVIDUAL LOTS IN REAR YARD

NO SCALE

NOTES:
PIPE SHALL CONFORM TO SPEC REQUIREMENTS OF SECTION 907 OF STANDARD SPECIFICATION

TEMPORARY EXTENSION ABOVE GROUND TO BE REMOVED UPON CONNECTION TO HOUSE

CITY OF CARMEL STANDARDS | STANDARD

DRAWING
TYPICAL SSD LATERAL TO INDIVIDUAL LOTS IN REAR YARD 10—=26
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MIN. SLOPE SHALL BE THAT SLOPE NECESSARY TO

CONVEY DESIGN STORM AND KEEP WATER IN EASEMENT
/ EXISTING GRADE——

U =
|>~_ T | || |=
=11 E___EJJ/(\A_\: ==

4

UNDERCUT SWALE BY 0.2'
TO ALLOW FOR FUTURE SILTING

DEPTH

INSTALL FILTER FABRIC
ON PERIMETER OF
TRENCH AND OVERLAP
AT SUBGRADE LEVEL

2' MINMUM_——

|

[ PIPE SHALL CONFORM TO SPEC REQUIREMENTS
OF SECTION 907 OF STANDARD SPECIFICATION

#8 WASHED AGGREGATE

DOUBLE WALL PER 401.01 OF THE STORM WATER
TECHNICAL STANDARDS MANUAL

TYPICAL SWALE DETAIL (LESS THAN 1% MINIMUN SLOPE)

NO SCALE




IRENCH DETAIL FOR CITY STORM SEWERS

NO SCALE =
=
L 6" MINIMUM OF TOPSOIL OR #53 STONE
PAVEMENT SECTION VARIES
N §0§Q>QV§U§Q>§%§2§3
LIMIT OF SUBGRADE -
MINIMUM COVER SHALL
FINAL Lo BE PER NOTE 3
BACKFILL L
" "Bc +18"/MIN.
: B ALLENEN LEGEND
R Bc = OUTSIDE DIAMETER
R D = INSIDE DIAMETER
E _ d = DEPTH OF BEDDING
3 / \ : MATERIAL BELOW PIPE
: SPRINGLINE
HAUNCHING (Bc/6) : \ / : DEPTH OF BEDDING
MATERIAL BELOW PIPE
BEDDING N d d MIN
SONZNZIN NN
\OTES. RINLRYRINTRIREX, 60" & SMALLER &
: Be 66" & LARGER 6"

1, BEDDING AND HAUNCHING FOR ALL RCP INSTALLATIONS SHALL BE #8 STONE MEETING THE MATERIAL REQUIREMENTS OF THE
INDOT. BEDDING SHALL BE PLACED IN THE TRENCH BOTTOM SUCH THAT AFTER THE PIPE IS INSTALLED TO GRADE AND
LINE, THERE REMAINS A 4" MINIMUM DEPTH OF MATERIAL BELOW THE PIPE BARREL AND A MINIMUM OF 3" BELOW THE BELL.
FOR PIPE SIZES 66" AND LARGER, THE MINIMUM DEPTH OF MATERIAL BELOW THE PIPE BAREL SHALL BE 6". BEDDING SHALL
BE PLACED TO BE UNIFORM AS POSSIBLE, BUT SHALL BE LOOSELY PLACED UNCOMPACTED MATERIAL UNDER THE MIDDLE
THIRD OF THE PIPE PRIOR TO PLACEMENT OF THE PIPE. IF THE UNDERLYING SOILS OF THE TRENCH BOTTOM ARE SOFT OR
YIELDING, THE SOIL SHALL BE UNDERCUT TO SUCH A DEPTH THAT WHEN REPAIRED WITH #2 STONE IT WILL PRODUCE A
UNIFORM AND STABLE FOUNDATION ALONG THE ENTIRE LENGTH OF THE PIPE. HAUNCHING AND INITAIL BACKFILL SHALL BE
COMPACTED IN 8" MAXIMUM LIFTS TO NOT LESS THAN 90% STANDARD PROCTOR DENSITY FOR THE ENTIRE DEPTH OF THE
MATERIAL PLACED. THE BACKFILL SHALL BE BROUGHT UP EVENLY ON BOTH SIDES OF THE PIPE FOR THE FULL LENGTH OF
THE PIPE. HAUNCHING SHALL EXTEND TO THE SPRINGLINE OF THE PIPE. MINIMUM TRENCH WIDTH SHALL BE THE OUTSIDE
DIAMETER OF THE PIPE PLUS 18".

2. FINAL BACKFILL FOR ALL RCP INSTALLATIONS WHERE "L” IS 5’ OR LESS SHALL BE B—BORROW FOR STRUCTURE BACKFILL
MEETING THE MATERIAL REQUIREMENTS OF THE INDOT AND SHALL BE COMPACTED IN 6" MAXIMUM LIFTS TO NOT LESS
THAN 95% STANDARD PROCTOR DENSITY FOR THE ENTIRE DEPTH OF THE MATERIAL PLACED. THE BACKFILL FOR THE
TOP 6" OF THE EXCAVATION BELOW THE LIMIT OF SUBGRADE SHALL BE #53 STONE MEETING THE MATERIAL
REQUIREMENTS OF THE INDOT AND SHALL BE COMPACTED TO NOT LESS THAN 95% STANDARD PROCTOR
DENSITY. FINAL BACKFILL FOR ALL RCP INSTALLATIONS WHERE "L" IS GREATER THAN 5" SHALL BE CLEAN FILL
MATERIAL FREE OF ROCKS LARGER THAN 6" IN DIAMATER, FROZEN LUMPS OF SOIL, WOOD OR OTHER EXTRANEOUS
MATERIAL, COMPACTED IN 12" MAXIMUM LIFTS TO NOT LESS THAN 90% STANDARD PROCTOR DENSITY FOR THE ENTIRE
DEPTH OF THE EXCAVATION.

3. FOR INSTALLATION OF STORM MAINS, WATERMAINS, SANITARY MAINS, WATER SERVICE LATERALS, AND SANITARY
SERVICE LATERALS UNDER CITY STREETS, REGARDLESS OF THE JURISDICITON OF THE UTILITY, THE MINIMUM
COVER FROM THE TOP OF THE INSTALLED PAVEMENT TO THE TOP OF THE INSTALLED PIPE SHALL BE THE
PAVEMENT SECTION THICKNESS (ALL BITUMINOUS AND AGGREGATE MATERIAL ABOVE THE LIMIT OF SUBGRADE) PLUS 1'-0Q".
IF THE STANDARD PRACTICE OF THE UTILITY THAT HAS JURISDICTION OVER THE INSTALLATION HAS A MORE
STRINGENT COVER REQUIREMENT, THE MORE STRINGENT REQUIREMENT SHALL GOVERN.

4. |F EXISTING SUBGRADE HAS BEEN LIME STABILIZED, BACKFILL WITH B—BORROW TO BOTTOM OF EXISTING SUBGRADE
AND FILL TO THE LIMIT OF EXISTING SUBGRADE WITH LIME STABALIZED SOIL

5. THESE STANDARDS SHALL APPLY FOR STORM SEWERS INSTALLED WITHIN EXISTING AND PROPOSED CITY R/W AND FOR
STORM SEWERS THAT SHALL BE MAINTAINED BY THE CITY, REGARDLESS OF STORM SEWER JURISDICTION.

6. ALL STORM PIPE WITHIN EXISTING OR PROPOSED CITY R/W SHALL BE REINFORCED CONCRETE PIPE REGARDLESS OF
JURISDICTION OVER STORM PIPES,

CITY OF CARMEL STANDARDS | SIANDARD
DRAWING

TRENCH DETAIL FOR CITY STORM SEWERS 10-28




6" MINIMUM OF TOPSOIL OR #53 STONE o

L PAVEMENT SECTION VARIES
N AN NN
| R
LIMIT OF SUBGRADE ~ ~~ \

FINAL BACKFILL J/

SHALL BE PER
NOTE 1.

MINIMUM COVER SHALL
BE PER NOTE 3.

. PIPE MATERIAL PER UTILITY
— HAVING JURISDICTION OVER
INSTALLATION.

BEDDING, HAUNCHING, ™=
TRENCH WIDTH, INITIAL
BACKFILL MATERIALS,
PLACEMENT, AND
COMPACTION PER
STANDARD PRACTICE
OF UTILITY HAMING
JURISDICITON OVER
INSTALLATIOIN.

|l B o
SOOI
WATER & SEWER MAIN AND LATERAL TRENCH DETAIL

FOR UTILITY INSTALLATIONS WITHIN CITY R/W

NO SCALE

NOTES:

1. FINAL BACKFILL FOR UTILITY INSTALLATIONS WHERE "L" IS 5’ OR LESS SHALL BE B—BORROW FOR STRUCTURE BACKFILL
MEETING THE MATERIAL REQUIREMENTS OF THE INDOT AND SHALL BE COMPACTED IN 6" MAXIMUM LIFTS TO NOT LESS
THAN 95% STANDARD PROCTOR DENSITY FOR THE ENTIRE DEPTH OF THE MATERIAL PLACED. THE BACKFILL FOR THE
TOP 6” OF THE EXCAVATION BELOW THE LIMIT OF SUBGRADE SHALL BE #53 STONE MEETING THE MATERIAL REQUIREMENTS
OF THE INDOT AND SHALL BE COMPACTED TO NOT LESS THAN 95% STANDARD PROCTOR DENSITY FOR THE ENTIRE
DEPTH OF THE MATERIAL PLACED. IF THE STANDARD PRACTICE OF THE UTILITY THAT HAS JURISDICTION OVER
THE INSTALLATION HAS A MORE STRINGENT FINAL BACKFILL REQUIREMENT, THE MORE STRINGENT REQUIREMENT
WILL GOVERN.

2. THIS REQUIREMENT SHALL APPLY FOR ALL UTILITY INSTALLATIONS (INCLUDING BUT NOT LIMITED TO WATER
MAINS, WATER SERVICE LATERALS, SANITARY MAINS, SANITARY SERVICE LATERALS, GAS PIPING, POWER, TELECOMM
AND CATV CONDUITS OR DUCT BANK) WITHIN EXISTING AND PROPOSED CITY OF CARMEL R/W LIMITS.

3. FOR UTILITY INSTALLATIONS UNDER CITY STREETS, REGARDLESS OF THE JURISDICITON OF THE UTILITY, THE MINIMUM
COVER FROM THE TOP OF THE INSTALLED PAVEMENT TO THE TOP OF THE INSTALLED PIPE CONDUIT OR DUCT BANK
SHALL BE THE PAVEMENT SECTION THICKNESS (ALL BITUMINOUS AND AGGREGATE MATERIAL ABOVE THE SUBGRADE)
PLUS 1°-0", BUT UNDER NO CIRCUMSTANCES SHALL THE COVER ALONG ANY PART OF THE PIPE CONDUIT OR DUCT
BANK FROM THE FINAL PAVEMENT ELEVATION TO THE TOP OF THE PIPE BE LESS THAN 2.5 FEET. IF THE STANDARD
PRACTICE OF THE UTILITY THAT HAS JURISDICTION OVER THE INSTALLATION HAS A MORESTRINGENT COVER
REQUIREMENT, THE MORE STRINGENT REQUIREMENT SHALL GOVERN.

4. |F EXISTING SUBGRADE HAS BEEN LIME STABILIZED, BACKFILL WITH B—BORROW TO BOTTOM OF EXISTING SUBGRADE
AND FILL TO THE LIMIT OF TREATED SUBGRADE WITH LIME STABALIZED SOIL

CITY OF CARMEL STANDARDS STANDARD

WATER & SEWER MAIN AND LATERAL TRENCH DETAILL | DRAWING
FOR_UTILITY INSTALLATIONS WITHIN CITY R/W 10-29
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\\Im\<< WIDTH PER ROAD CLASSIFICATION

NOTES:

o
<C
o
oz
STANDARD INTERSECTION z
NO SCALE = CROSS SECTION PER ROAD CLASSIFICATION
/ (CENTERED IN R/W)
SEE NOTE 4 REGARDING MEDIAN ISLAND
o
&
&
R/W BASED ON CLASSIFICATION o R/W BASED ON CLASSIFICATION
ON THOROUGHFARE PLAN ON THOROUGHFARE PLAN
_ QSTREET B O N— 4 B _ MAJOR ROAD

1. IF A ROUNDABOUT IS PLANNED AT INTERSECTION, ADEQUATE R/W SHALL BE PROVIDED AS REQUIRED BY THE DEPARTMENT OF ENGINEERING

2. AUXILIARY LANES SHALL BE PROVIDED AT INTERSECTION PER SECTION 6.03.22 OF THE SUBDIVISION CONTROL ORDINANCE. REFER TO DETAIL 10-32 FOR DIMENSIONS.

3. INTERSECTION OFFSET POINT SHALL BE LOCATED SUCH THAT THE OPPOSING LEFT TURN LANES ARE ALIGNED.

4. MEDIAN ISLAND WILL ONLY BE APPROVED IF STANDARD CROSS SECTION BASED ON CLASSIFICATION OF MINOR ROADWAY ALLOWS FOR A MEDIAN ISLAND. IF MEDIAN
ISLAND IS ALLOWED AND WILL BE INSTALLED, REFER TO MEDIAN ISLAND AT SUBDIVISION OR COMMERCIAL AREA ENTRANCE DETAIL FOR ADDITIONAL REQUIREMENTS.

®

®
©

20" RADIUS INSCRIBED BY R/W LINES FOR LOCAL-LOCAL,
TRIANGULAR AREA WITH TWO 30" SIDES FOR LOCAL—COLLECTOR OR
TRIANGULAR AREA WITH TWO 50" SIDES FOR ARTERIAL/PARKWAY

ANGLE OF INTERSECTION OF MINOR ROAD SHALL BE BETWEEN 75 AND 90 DEGREES PER SECTION 6.03.09 OF THE SUBDIVISION CONTROL ORDINANCE.
JUSTIFICATION SHALL BE PROVIDED IF ANGLE IS NOT 90 DEGREES.

INTERSECTION OFFSET POINT. FOR ACCESS FROM A MAJOR ROAD WHICH IS A COLLECTOR, PARKWAY OR ARTERIAL THIS POINT SHALL BE AT LEAST 500’
FROM THE NEAREST MAJOR ROAD INTERSECTION WITH ANOTHER MAJOR OR MINOR ROAD. THIS POINT SHALL BE ALIGNED WITH AN EXISTING

MINOR ROAD OR EXISTING ENTRANCE, COMMERCIAL ACCESS POINT WITHIN THE LIMITS OF THE FRONTAGE. IF ALIGNMENT IS NOT POSSIBLE,

THE OFFSET DISTANCE BETWEEN THIS POINT AND SIMILAR POINT ON EXISTING ACCESS SHALL BE MAXIMIZED; BUT SHALL BE A MINIMUM OF 200’
PROVIDED THAT THE 500" MINIMUM DISTANCE IS STILL SATISFIED. IF INTERSECTION IS WITHIN A LOCAL ROAD NETWORK AND

ALIGNMENT WITH AN EXISTING COMMERCIAL ACCESS POINT OR MINOR ROAD IS NOT POSSIBLE, A MINIMUM 150" SEPERATION SHALL BE

PROVIDED PER SECTION 6.03.01 OF THE SUBDIVISION CONTROL ORDINANCE.

20" LOCAL-LOCAL, 40’ LOCAL-ALL OTHER




CROSS SECTION PER ROAD CLASSIFICATION
/ (CENTERED IN R/W)

MINOR ROAD |

/—— FACE OF CHAIRBACK CURB

50’

50’

12" MINIMUM CENTERED ON R/W — |
AND STREET CROSSING

1 | R/W PER THOROUGHFARE PLAN

| |
I I
RADIUS PER DETAIL 10-30 | | RADIUS PER DETAIL 10-30

G STREET . ___MAJOR ROAD

MEDIAN ISLAND AT LOCAL ROAD
INTERSECTION WITH MAJOR ROAD

NO SCALE

CITY OF CARMEL STANDARDS STANDARD

DRAWING
MEDIAN ISLAND AT SUBDIVISION OR COMMERCIAL ENTRANCE | 10-31
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AUXILIARY LANES AND MAJOR
ROAD IMPROVEMENTS

R/W WIDTH PER ROAD CLASSIFICATION

\

NEW PAVEMENT

WIDENING TO PROVIDE 24’

NO SCALE MEASURED FROM OPPOSITE —
ANra R/W OUTSIDE PAVEMENT EDGE
S
o 24 MIN.
S 27 MIN. W/OUT PASSING BLISTER
H = H
O 100' COLLECTOR 100’ 100' COLLECTOR R/W PER
Y 250' ALL OTHER 12 MIN N 150 ALL OTHER THOROUGHFARE PLAN
N e O
EXISTING LANE O MAJOR ROAD
WIDTH VARIES ~ »
————r 7 7 77 77 12_PASSING BLISTER 77 7 I 7z .
—@® 24" MIN, =
24’ MIN- 7 7
150 . . 8 MN— | 100° COLLECTOR |
80° SECONDARY ARTERIAL 80' SECONDARY ARTERIAL 150° ALL OTHER
100’ PRIMARY ARTERIAL 100’ PRIMARY ARTERIAL
NOTES: 60’ ALL OTHER 60' ALL OTHER

1. CONSTRUCTION PLANS SHALL INCLUDE CENTERLINE PROFILE OF EXISTING ROAD BEING INTERSECTED BY THE ENTRANCE. THE PROFILE SHALL EXTEND A MINIMUM
OF 500" EACH DIRECTION FROM ENTRANCE CENTERLINE. LOCATION OF MINOR ROAD SHALL BE SUCH THAT SSD ON MAJOR ROAD IS PROVIDED PER SECTION 6.03.20(5)

OF THE SUBDIVISION CONTROL ORDINANCE.

2. THE CITY ENGINEER, AT ITS DISCRETION, MAY REQUIRE THE CONNECTION OF AUXILIARY LANES BETWEEN DEVELOPMENTS,

EVEN IF WORK EXCEEDS THAT REQUIRED ON THIS DETAIL

3. AUXILARY LANES (ACCELERATION TAPER, DECELARATION TAPER, DECELARATION LANE AND PASSING BLISTER) ARE REQUIRED AT ALL SUBDIVISION ENTRANCES
WHERE R/W EXISTS PURSUANT TO SECTION 6.03.22 OF THE SUBDIVISION CONTROL ORDINANCE.

4. MILL THE FULL WIDTH OF THE EXISING PAVEMENT 1" AND RESURFACE WITH 1.5" H.A.C. #1. WORK SHALL EXTEND ACROSS ENTIRE FRONTAGE OF PROPERTY

OR TO LIMITS OF AUXILIARY LANES, WHICHEVER IS GREATER.

5. |F THESE DIMENSIONS CONFLICT WITH THE DIMENSIONS PRESENTED IN SECTION 6.03.22 OF THE SUBDIVISION CONTROL ORDINANCE, THE REQUIREMENTS RESULTING IN

LARGER DIMENSIONS SHALL APPLY.
e PAVEMENT SECTION PER DETAIL

@ 4" THERMOPLASTIC SOLID WHITE

®
®

®

*  WIDENING SHALL BE PROVIDED EVEN IF AUXILARY LANES ARE

ON-SITE STORM SEWER SYSTEM.

4" THERMOPLASTIC DOUBLE YELLOW FOR ENTIRE RESURFACING AREA
3, #73 GRAVEL SHOULDER, 6" DEPTH. SSD MEETING CITY OF CARMEL DETAIL 10—9 SHALL BE INSTALLED UNDER SHOULDER AND CONNECTED TO

40" MINIMUM RADIUS SHALL BE PROVIDED IRREGARDLESS OF MAJOR/MINOR ROAD CLASSIFICATION.

NOT REQUIRED.
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R/W DISTANCE PER ROAD CLASSIFICATION

\

AUXILIARY LANES FOR LEFT
TURN BAY/NO PASSING BLISTER

NO SCALE

100’ COLLECTOR
250" ALL OTHER

— N Lo

MINOR OR ACCESS ROAD

I AM. _l;\|
7 ®O— —112 ®
o e . .
100° COLLECTOR 100’ PAVEMENT 100 100° COLLECTOR
NOTES: 150' ALL OTHER EDGE 150' ALL OTHER

1. CONSTRUCTION PLANS SHALL INCLUDE CENTERLINE PROFILE OF EXISTING ROAD BEING INTERSECTED BY THE ENTRANCE. THE PROFILE SHALL EXTEND A MINIMUM
OF 500" EACH DIRECTION FROM ENTRANCE CENTERLINE. LOCATION OF MINOR ROAD SHALL BE SUCH THAT SSD ON MAJOR ROAD IS PROVIDED PER SECTION 6.03.20 (5)
OF THE SUBDIVISION CONTROL ORDINANCE.

2. THE CITY ENGINEER, AT ITS DISCRETION, MAY REQUIRE THE CONNECTION OF AUXILIARY LANES BETWEEN DEVELOPMENTS,
EVEN IF WORK EXCEEDS THAT REQUIRED ON THIS DETAIL

3. AUXILARY LANES (ACCELERATION TAPER, DECELARATION TAPER, DECELARATION LANE AND PASSING BLISTER) ARE REQUIRED AT ALL SUBDIVISION ENTRANCES
WHERE R/W EXISTS PURSUANT TO SECTION 6.03.22 OF THE SUBDIVISION CONTROL ORDINANCE.

4. MILL THE FULL WIDTH OF THE EXISING PAVEMENT 17 AND RESURFACE WITH 1.5" H.A.C. #1. WORK SHALL EXTEND ACROSS ENTIRE FRONTAGE OF PROPERTY
OR TO LIMITS OF AUXILIARY LANES, WHICHEVER IS GREATER.

5. IF THESE DIMENSIONS CONFLICT WITH THE DIMENSIONS PRESENTED IN SECTION 6.03.22 OF THE SUBDIVISION CONTROL ORDINANCE, THE REQUIREMENTS RESULTING IN
LARGER DIMENSIONS SHALL APPLY.

6. MILL EXISING PAVEMENT 17 AND RESURFACE WITH 1.5" H.A.C. #11. WORK SHALL EXTEND ACROSS ENTIRE FRONTAGE OF PROPERTY
OR TO LIMITS OF AUXILIARY LANES, WHICHEVER IS GREATER.

L=WS, 45 MPH AND GREATER
L=WSS/60, 40 MPH AND LESS, BUT 200" MINIMUM RURAL, 100" URBAN

FULL DEPTH PAVEMENT MEETING DEPARTMENT OF ENGINEERING REQUESTED SECTION OR MATCH EXISTING PAVEMENT
4" THERMOPLASTIC SOLID WHITE
4" THERMOPLASTIC DOUBLE YELLOW FOR ENTIRE RESURFACING AREA

3', #73 GRAVEL SHOULDER, 6" DEPTH. SSD MEETING CITY OF CARMEL DETAIL 10-9 SHALL BE INSTALLED UNDER SOULDER AND CONNECTED TO
ON-SITE STORM SEWER SYSTEM.

40" MINIMUM RADIUS SHALL BE PROVIDED IRREGARDLESS OF MAJOR/MINOR ROAD CLASSIFICATION.

®

® 00O
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5" RADIUS

4" RADIUS

14

13" - < o g

24

MODIFIED ROLL CURB

NO SCALE
NOTES:

INTEGRAL CURB WITH CONCRETE PAVEMENT SHALL BE SIMILAR SHAPE
CURE ALL EXPOSED SURFACES

CONTRACTION JOINTS SHALL BE TOOLED OR SAWN IN CONTINUOUSLY POURED CURBS TO A MINIMUM DEPTH OF 1/2”
DAMPEN SUBGRADE BEFORE PLACING CONCRETE
CONTROL JOINTS EVERY 5 MAXIMUM ON RADI OTHERWISE EVERY 10°, MAXIMUM. EXPANSION JOINTS MAXIMUM EVERY 50°.

NO BACKFILLING OR COMPACTION MAY OCCUR 12’ FROM CURB UNTIL 5 FULL DAYS HAVE PASSED AFTER PLACING CONCRETE
SHALL CONFORM TO CITY'S CONCRETE CURB POLICY IN ALL RESPECTS.
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RAILING NOTES

1) HANDRAIL MATERIALS AND WORK SPECIFICATIONS SHALL BE IN
ACCORDANCE WITH INDIANA DEPARTMENT OF TRANSPORTATION
STANDARD SPECIFICATIONS AND SUPPLEMENTAL SPECIFICATIONS, 2006.

2) ALL TUBE MATERIAL SHALL BE SCHEDULE 40, ASTM A500, GR. B.

3) THREADED ANCHOR RODS SHALL BE ASTM A572, GR. 50.

4) HANDRAILS SHALL BE UNGALVANIZED STEEL WITH PRIMER AND POWDER
COATING MATERIALS PER TECHNICAL SPECIFICATIONS.

72" (TYP.) 2" SCH. 40 (TYP.)
1 1/2” SCH. 40 (TYP.) (1) |
pd // P4 \
> 51/4”

NI p———1 0c.(MAx)
N_.Ma < & < *
(MIN.) X X

P < «l A.: O_lm

2 ) (MAX.)

FIELD ADJUST MEASUREMENTS TO
FIT CONTOURS AND SITE CONDITIONS

NO SCALE
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STANDARD

DRAWING

10-37

CITY OF CARMEL STANDARDS

HANDRAIL




HOLD TOPSOIL DOWN J4" FROM TOP OF
CURB WHERE LANDSCAPE /PLANTING
AREA MEETS BACK OF CURB

PROVIDE RADIUS ON
EXPOSED FACE, TYP.

PROVIDE LIGHT BROOM
FINISH TO EXPOSED
CONCRETE, TYP.

TURF/PLANTING AREA

CONCRETE TRUCK APRON

S 4
COMPACTED SN
SUBGRADE, TYP.  7//L/
CLASS A MODIFIED 7\4K#§§>Z§>
N N
CONCRETE CURB,BARRER,*x42§§§izigéigg<§ﬁ§?<§/
— — ~7 NV
PER INDOT E 605-CCSU-01 ~/////< /-5 72 7

BARKIER CURB Al IRUCK APRON

NO SCALE

NOTE:
PROVIDE TOOLED CONTROL JOINT FOR EVERY 6" — ALIGN
CONTROL JOINTS W/EVERY THIRD (3RD) JOINT ON TRUCK APRON

CITY OF CARMEL STANDARDS STANDARD

DRAWING
BARRIER CURB AT RAB TRUCK APRON DETAIL 10-38




\
\
A :[ 611 A
CONCRETE CURB AND GUTTER MEDIAN
OR MODIFIED CONCRETE CENTER
CURB AS SPECIFIED IN PROJECT @
CONTRACT DOCUMENTS
\
\
\ 12:1 TAPER
DETAIL 1
6" |_6_"|
A \ A

CONCRETE CURB AND GUTTER MEDIAN ® ®
OR MODIFIED CONCRETE CENTER
CURB AS SPECIFIED IN PROJECT C_ ] @ C_ ]

CONTRACT DOCUMENTS

A

12:1 TAPER

SECTION A-A

LEGEND

NOTES:

(© WDTH GREATER THAN 3' REQUIRES 4 RPMS PER DETAIL 1 OR (© CURB DEPTH AS SPECIFIED
3 WIDTH OR LESS REQUIRES 2 RPMS PER DETAIL 2 CENTERED ON WIDTH OF MEDIAN (T) TYPICAL PAVEMENT SECTION

(®) RPM TYPE 2 (YELLOW) PER INDOT STANDARD DWG E 808-MKRM-11

CITY OF CARMEL STANDARDS STANDARD
DRAWING

CONCRETE CURB END TREATMENT DELINEATION 10— 39A




® ®

/ il

D

© ®©

LEGEND
I RPM TYPE 2 (BLUE) PER INDOT STANDARD DWG E 808—MKRM-11
( FIRE HYDRANT

=
(@]
—

ES:

FOR PAVED UNDIVIDED ROAD SURFACES PLACEMENT SHALL BE IN THE CENTER OF THE STREET.

FOR DIVIDED MULTI-LANE ROAD SURFACES PLACEMENT SHALL BE IN CENTER DIVIDER LANE CLOSEST TO HYDRANT
LOCATION.

FOR CUL-DE-SAC APPLICATIONS PLACEMENT SHALL BE AT THE BEGINNING OF THE CUL-DE-SAC CIRCLE IN THE CENTER
OF THE STREET.

FOR INTERSECTION APPLICATIONS PLACEMENT SHALL BE CENTER SURFACE DIVIDER CLOSEST TO HYDRANT LOCATION IN
EITHER TRAVEL DIRECTION.

® @

©® ©

CITY OF CARMEL STANDARDS STANDARD
DRAWING

FIRE HYDRANT MARKER PLACEMENT 10-39B
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"P" SIZE CABINET WMITHOUT VENTS
FINISH AND COLOR TO MATCH LIGHT
POLES

LIGHTING POWER~
AND CONTROL AREA

STREET LIGHT LOCATION FOR FUTURE
WEATHER STATION (WEATHER STATION
BY OTHERS), CONFIRM LOCATION WITH
OWNER

IRRIGATION —~

CONTROLLER
(BY OTHERS)

GRADE i
\.@ ./ DETERMINE ON SITE

GRADE l/

ELECTRICAL POWER
AND CONTROL BOX
SEE DETAIL 2

D

1Y I

3/4" CONDUIT AND PULL STRING
FOR CONTROL WIRING TO
WEATHER STATION (FOR
IRRIGATION CONTRACTOR)

mmoOzc>m<ooz_uc_._.._dc._._:._.<oozzmn._._oZ_ooz_.._m:
\\m_Nm WITH UTILITY.

14

1Y

2 — 4" CONDUIT AND PULL STRING FOR CONTROL
WRING TO VALVES (FOR IRRIGATION CONTRACTOR) AND
RAB LIGHT FIXTURES BY OTHERS. CAP 2 INSIDE RAB
CURB OR TRUCK APRON.

SERVICE AND CONTROL CABINET

/Ioozoc_._. REQUIRED FOR LIGHTING CIRCUITS.

DETAIL

1

NOT TO SCALE
NOTES:

@ NOTCH EXISTING CONCRETE BASE AND INSTALL CONDUIT, PATCH WITH
GROUT (ONLY REQUIRED WHERE POLE FOUNDATION ALREADY EXISTS).
OTHERWISE, INSTALL CONDUIT BEFORE POURING BASE.
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CIRCUIT BREAKERS

ELECTRICAL POWER AND CONTROL BOX
SIZE TO BE DETERMINED BY CONTRACTOR

/B
/B

5] 20A C/B
5] 20A C/B

B]20A C
B]20A C

STREET LIGHTING
CIRCUIT BREAKERS CONTROLS

9]
[©
cl

STREET LIGHTING
STREET LIGHTING
IRRIGATION CONTROL[al
BY OTHERS,

TERMINAL BLOCK

lv—01
INIMY A

JdVANYLS

TO TERMINAL BLOCK
ENLARGED VIEW CIRCUIT BREAKER

242 & #126
._.mmz_z>_. BLOCKS (TIMES 3) TERMINAL BLOCKS (TIMES 3)

u/
@
[val

ENLARGED VIEW

TO RECEPTACLE

20 A DUPLEX GFT RECEPTACLE (1) TO LANDSCAPE LIGHTING (BY OTHERS)

@ TO LANDSCAPE LIGHTING CONTROL (BY OTHERS)

@ INSULATED MOLDED TERMINAL BLOCKS OR PUSH-IN
CONNECTOR BLOCKS (IDEAL IN-SURE OR EQUAL BY 3M).

ENLARGED DETAIL OF ELECTRICAL POWER AND CONTROL BOX

N NOT TO SCALE

NOTES:

REFER TO TECHNICAL SPECIFICATION REGARDING ADDITIONAL DETAILS FOR
THE CONTROL BOX. THIS DETAIL IS A MINIMUM AND THE ADDITIONAL
REQUIREMENTS OF THE TECHNICAL SPECIFICATION RULE.




BOLTS AND
PASE COVER ‘[;] AYOUT PER
MANUFACTURERS
CONC. BASE WITH 1" TEMPLATE
CHAMFER: PROVIDE VERY
HIGH QUALITY SMOOTH quSH_\\\\\\\ ROUT BASE

FINISH GRADE\ = -
A /\\/x}//>\\/ , A \//<\4\/ ARy
#6 AWG GROUND WIRE: ML g . 1K
> ;ﬁb m[} " ° ’ = N '%
— e
—T1T )
e J . L N I o
cround Rop——\ | | N L g
PROVIDE #6 VERT. BARS, — 1 N
PROVIDE #3 TIES AT 3’ E j S R il
0.C. AT TOP, REMAINDER R CONDUIT
#3 TIES AT 12" 0.C. ’ = —
18" DIA. FOR
15" POLE
TYPE MANUFACTURER 7.254% LAMP TYPE | VOLTS | MOUNTING

EIXIURE & POLE — LUMEC #225~175MH-TYPE 2-120-RS-53-15' BLK. (STERNER, BEACON APPROVED
, | EQUAL) ROUND FLUTED (12 FLAT FLUTED) STEEL POLE, 15' TALL WTH SINGLE POST-TO LIGHT. PROVIDE
15" | A FLUSH MOUNTED WEATHERPROOF, Gl SINGLE RECEPTACLE 6” FROM TOP OF POLE AND OPPOSITE 1 175 WATT | 120 | 15' PoLE
POLE | STREET SIDE OF POLE. LIGHT FIXTURES TO BE ACRYLIC ACORN WITH TOP FINIAL AND INTERIOR UPPER METAL HALIDE

POLES ON MAIN STREET. ALL METAL SURFACES FINISH URETHANE POLYESTER POWDER. SATIN BLACK.

OPTIONS:
1. POLES SHALL BE PROVIDED WITH (2) 1° STAINLESS 304, EYEBOLTS WITH Jx18 THREAD, RIVNUT AND
LOCKNUT. MOUNT AT 13'-6" AND PARALLEL WITH ADJACENT ROAD(S).

2. POLES SHALL BE PROVIDED WITH ONE MANUFACTURER PROVIDED ALUMINUM CROSSARM (17 0.D.).
CROSSARM TO BE MOUNTED 1°-0" BELOW TOP POLE. CROSSARM SHALL BE PLACED PERPENDICULAR OR
PARALLEL TO DIRECTION OF ADJACENT ROADWAY AS DIRECTED.

CITY OF CARMEL STANDARDS STANDARD

DRAWING
15" LIGHT POLE FOUNDATION DETAIL 10—42
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A..

NOT TO SCALE

NOTES

CURING COMPOUND SHALL BE PLACED ON ALL EXPOSED
SURFACES, INCLUDING SIDES, WHEN FORMS ARE REMOVED.

FACES MAY BE BATTERED TO FACILITATE SLIP FORMING. A e e D e B e e

NN
DAMPEN SUBGRADE PRIOR TO PLACING CONCRETE. L N N .

6" OF COMPACTED AGGREGATE SHALL BE PLACED AS A 3/8"
OF CURS Raps. o o NELUDED I TE COST CURB RAMP DETECTABLE WARNING DETAIL
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JOINT

T00LED RIBBING DETECTABLE WARNING DETAIL

o.u._l._ _| *

SEE DETECTABLE
2 | WARNING DETAIL

Ver—01
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) V T
DETAIL_OF RAMP GROOVES

0.3

NOTES:

CURING COMPOUND SHALL BE PLACED ON ALL EXPOSED SURFACES,
INCLUDING SIDES, WHEN FORMS ARE REMOVED

DAMPEN SUBGRADE PRIOR TO PLACING CONCRETE

RAMPS TO BE 6" OF CLASS "A" CONCRETE, ON 6" OF COMPACTED
AGGREGATE, NO. 53 STONE (STONE SHALL BE PLACED FOR ALL CURB
RAMPS AND SHALL BE INCLUDED IN THE COST OF RAMPS)

THE BOTTOM EDGE OF THE CURB RAMP SHALL BE FLUSH WITH THE EDGE OF
ADJACENT PAVEMENT AND GUTTER LINE

MINIMUM RECOMMENDED WIDTH OF RAMP IS 4 0"

TOOLED RIBBING SHALL BE PERPENDICULAR TO THE DIRECTION OF TRAVEL TO
CROSS ROADWAY (PARALLEL TO THE ROADWAY CENTERLINE)

DRAINAGE INLETS SHALL BE LOCATED UPHILL FROM CURB RAMPS TO
PREVENT PUDDLES AT THE PATH OF TRAVEL

1/2" PREFORMED

MODIFIED CURB RAMP TYPE A’

NOT TO SCALE

SEE RAMP
GROOVES DETAIL

FILLER

1/2" PREFORMED

JOINT FILLER »
24 OF CONCRETE
6" CLASS TOOLED
2. RIBBING CURB & GUTTER
A" CONC. f

H_u><mz_mza

1

6" COMP. NO.

53 STONE 1/2" PREFORMED

JOINT FILLER

RAMP CONSTRUCTION DETAIL (TYPICAL)
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MODIFIED CURB RAMP TYPE C’

NOT TO SCALE

1/2" PREFORMED

JOINT FILLER
SEE RAMP
GROOVES DETAIL

SEE DETECTABLE

WARNING DETAIL L .
NOTES: TOOLED RIBBING DETECTABLE WARNING DETAIL
CURING COMPOUND SHALL BE PLACED ON ALL EXPOSED SURFACES, _ z _ 2 _ 03"~ -
INCLUDING SIDES, WHEN FORMS ARE REMOVED _ _ | *
V V V V

DAMPEN SUBGRADE PRIOR TO PLACING CONCRETE DETAIL OF RAMP GROOVES Lo
RAMPS TO BE 6" OF CLASS "A” CONCRETE, ON 6" OF COMPACTED 1/2" PREFORMED
AGGREGATE, NO. 53 STONE (STONE SHALL BE PLACED FOR ALL CURB JOINT FILLER 24" OF
RAMPS AND SHALL BE INCLUDED IN THE COST OF RAMPS) . TOOLED CONCRETE

6" CLASS RIBBING CURB & GUTTER
THE BOTTOM EDGE OF THE CURB RAMP SHALL BE FLUSH WITH THE EDGE OF A" CONC. _

ADJACENT PAVEMENT AND GUTTER LINE
MINIMUM RECOMMENDED WIDTH OF RAMP IS 4’ 0"

TOOLED RIBBING SHALL BE PERPENDICULAR TO THE DIRECTION OF TRAVEL TO

CROSS ROADWAY (PARALLEL TO THE ROADWAY CENTERLINE) 6 mmow\_ﬂwz_mo. 1/2" PREFORMED

PAVEMENT

JOINT FILLER

DRAINAGE INLETS SHALL BE LOCATED UPHILL FROM CURB RAMPS TO
PREVENT PUDDLES AT THE PATH OF TRAVEL

RAMP _CONSTRUCTION DETAIL (TYPICAL)
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TOOLED RIBBING DETECTABLE WARNING DETAIL

o.u._||_ _l| *

SEE RAMP
GROOVES DETAIL

ey =01
INIMY A

J4VANYLS

M L
DETAIL OF RAMP GROOVES 0.3

1/2" PREFORMED

JOINT FILLER »
24 OF CONCRETE
6" CLASS TOOLED
2. RIBBING CURB & GUTTER
A" CONC. [
«I PAVEMENT

6" COMP. NO.

53 STONE 1/2" PREFORMED

JOINT FILLER

RAMP CONSTRUCTION DETAIL

SEE DETECTABLE
WARNING DETAIL

MODIFIED CURB RAMP TYPE D’

NO SCALE

NOTES:

CURING COMPOUND SHALL BE PLACED ON ALL EXPOSED SURFACES,
INCLUDING SIDES, WHEN FORMS ARE REMOVED

DAMPEN SUBGRADE PRIOR TO PLACING CONCRETE

RAMPS TO BE 6" OF CLASS "A” CONCRETE, ON 6" OF COMPACTED
AGGREGATE, NO. 53 STONE (STONE SHALL BE PLACED FOR ALL CURB
RAMPS AND SHALL BE INCLUDED IN THE COST OF RAMPS)

THE BOTTOM EDGE OF THE CURB RAMP SHALL BE FLUSH WITH THE EDGE OF
ADJACENT PAVEMENT AND GUTTER LINE

MINIMUM RECOMMENDED WIDTH OF RAMP IS 4’ 0"

TOOLED RIBBING SHALL BE PERPENDICULAR TO THE DIRECTION OF TRAVEL TO
CROSS ROADWAY (PARALLEL TO THE ROADWAY CENTERLINE)

DRAINAGE INLETS SHALL BE LOCATED UPHILL FROM CURB RAMPS TO
PREVENT PUDDLES AT THE PATH OF TRAVEL




SEE RAMP
GROOVES DETAIL

SEE DETECTABLE
WARNING DETAIL

NOTES:
CURING COMPOUND SHALL BE PLACED ON ALL EXPOSED SURFACES, INCLUDING SIDES, WHEN FORMS ARE REMOVED
DAMPEN SUBGRADE PRIOR TO PLACING CONCRETE

RAMPS TO BE 6" OF CLASS "A” CONCRETE, ON 6" OF COMPACTED AGGREGATE, NO. 53 STONE (STONE SHALL BE
PLACED FOR ALL CURB RAMPS AND SHALL BE INCLUDED IN THE COST OF RAMPS)

THE BOTTOM EDGE OF THE CURB RAMP SHALL BE FLUSH WITH THE EDGE OF ADJACENT PAVEMENT AND GUTTER LINE
MINIMUM RECOMMENDED WIDTH OF RAMP IS 4 0"

TOOLED RIBBING SHALL BE PERPENDICULAR TO THE DIRECTION OF TRAVEL TO CROSS ROADWAY (PARALLEL TO THE
ROADWAY CENTERLINE)

DRAINAGE INLETS SHALL BE LOCATED UPHILL FROM CURB RAMPS TO PREVENT PUDDLES AT THE PATH OF TRAVEL
1/2" PREFORMED

JOINT FILLER ;
24 OF CONCRETE
6" CLASS TOOLED CURB & GUTTER
"W CONG, RIBBING

12:1

T

_/—PAVEMENT

6"5§OSMT%NEO- 1/2" PREFORMED e
JOINT FILLER gy
Lser
RAMP CONSTRUCTION DETAIL
TOOLED RIBBING DETECTABLE WARNING DETAL
2 2 »
L Il ] 03
| | P il
V V V \4

DETAIL OF RAMP GROOVES L 0.3"

CITY OF CARMEL STANDARDS STANDARD

DRAWING
MODIFIED CURB RAMP TYPE "G’ 10-43D




A 3dAL dAVY 8d4Nn0 d414IAON

SUYVANVLS HNGVO 40 ALID

MODIFIED CURB RAMP TYPE K’

e NO SCALE

SEE DETECTABLE
WARNING DETAIL

1" (TYP.)
T
* :
SEE RAMP 3/8
GROOVES DETAIL TOOLED RIBBING DETECTABLE WARNING DETAIL
N: N: "
L 1 1 O.@
| | i Y
V V V V T
DETAIL OF RAMP_GROOVES 0.3

NOTES:

CURING COMPOUND SHALL BE PLACED ON ALL EXPOSED SURFACES,
INCLUDING SIDES, WHEN FORMS ARE REMOVED

DAMPEN SUBGRADE PRIOR TO PLACING CONCRETE

1/2" PREFORMED

RAMPS TO BE 6" OF CLASS "A” CONCRETE, ON 6" OF COMPACTED

JOINT FILLER 24" OF CONCRETE AGGREGATE, NO. 53 STONE (STONE SHALL BE PLACED FOR ALL CURB
" RAMPS AND SHALL BE INCLUDED IN THE COST OF RAMPS
6" CLASS m_%fmm CURB & GUTTER )
A" CONC. N _ THE BOTTOM EDGE OF THE CURB RAMP SHALL BE FLUSH WITH THE EDGE OF
2:1 PAVEMENT  ADJACENT PAVEMENT AND GUTTER LINE

—

MINIMUM RECOMMENDED WIDTH OF RAMP IS 4 ("

TOOLED RIBBING SHALL BE PERPENDICULAR TO THE DIRECTION OF TRAVEL TO

6" COMP. NO.
CROSS ROADWAY (PARALLEL TO THE ROADWAY CENTERLINE)

53 STONE

1/2" PREFORMED
JOINT FILLER
DRAINAGE INLETS SHALL BE LOCATED UPHILL FROM CURB RAMPS TO

RAMP CONSTRUCTION DETAIL PREVENT PUDDLES AT THE PATH OF TRAVEL

V_A ocmmo_u._._oz>_..m_._>_._.mmcmmo<<_._mzzmommm>x<m>mmooz_.._m_b
CONDITIONS.

1¢v—01
INIMY A
JdVANYLS
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MODIFIED CURB RAMP TYPE |

NO SCALE

SEE RAMP
GROOVES DETAIL

hu\m_u
TOOLED RIBBING DETECTABLE WARNING DETAIL

\ 7 _ 2’ _ "
V \Y \Y V
DETAIL OF RAMP GROOVES L 0.3"

NOTES:

CURING COMPOUND SHALL BE PLACED ON ALL EXPOSED SURFACES,
INCLUDING SIDES, WHEN FORMS ARE REMQVED

DAMPEN SUBGRADE PRIOR TO PLACING CONCRETE

RAMPS TO BE 6" OF CLASS "A" CONCRETE, ON 6" OF COMPACTED
AGGREGATE, NO. 53 STONE (STONE SHALL BE PLACED FOR ALL CURB
RAMPS AND SHALL BE INCLUDED IN THE COST OF RAMPS)

THE BOTTOM EDGE OF THE CURB RAMP SHALL BE FLUSH WITH THE EDGE OF
ADJACENT PAVEMENT AND GUTTER LINE

MINIMUM RECOMMENDED WIDTH OF RAMP IS 4 ("

TOOLED RIBBING SHALL BE PERPENDICULAR TO THE DIRECTION OF TRAVEL TO
CROSS ROADWAY (PARALLEL TO THE ROADWAY CENTERLINE)

DRAINAGE INLETS SHALL BE LOCATED UPHILL FROM CURB RAMPS TO
PREVENT PUDDLES AT THE PATH OF TRAVEL

v_A GRADE & SOD UNLESS OTHERWISE DIRECTED BY CITY ENGINEER

1/2" PREFORMED

JOINT FILLER 24" OF
6" CLASS TOOLED
A" CONC. . RIBBING

SEE DETECTABLE
WARNING DETAIL

12:1

—

6" COMP. NO.

53 STONE 1/2" PREFORMED

JOINT FILLER

RAMP CONSTRUCTION DETAIL

CONCRETE
CURB & GUTTER

PAVEMENT




MODIFIED CURB RAMP TYPE N

NO SCALE

SEE DETECTABLE
SEE RAMP WARNING DETAIL

GROOVES DETAIL 1/2" PREFORMED JOINT FILLER

" (TYP.)
1T
’—3/8"
JOOLED RIBBING DETECTABLE WARNING DETAIL
, 2’ . 2’ | "
| | | O.3—-| |— *
V V V \Y T
1/2” PREFORMED DETAIL_OF RAMP _GROOVES 0.3
JOINT FILLER 24" OF CONCRETE
6" CLASS TOOLED
6" RBBING CURB & GUTTER
A" CONC.

12:1

T

_/— PAVEMENT

6 5§°SMT%NEO- 1/2" PREFORMED
JOINT FILLER
RAMP CONSTRUCTION DETAL
NOTES:

CURING COMPOUND SHALL BE PLACED ON ALL EXPOSED SURFACES, INCLUDING SIDES, WHEN FORMS ARE REMOVED
DAMPEN SUBGRADE PRIOR TO PLACING CONCRETE

RAMPS TO BE 6" OF CLASS "A” CONCRETE, ON 6" OF COMPACTED AGGREGATE, NO. 53 STONE (STONE SHALL BE
PLACED FOR ALL CURB RAMPS AND SHALL BE INCLUDED IN THE COST OF RAMPS)

THE BOTTOM EDGE OF THE CURB RAMP SHALL BE FLUSH WITH THE EDGE OF ADJACENT PAVEMENT AND GUTTER LINE
MINIMUM RECOMMENDED WIDTH OF RAMP IS 4' 0"

TOOLED RIBBING SHALL BE PERPENDICULAR TO THE DIRECTION OF TRAVEL TO CROSS ROADWAY (PARALLEL TO THE
ROADWAY CENTERLINE)

DRAINAGE INLETS SHALL BE LOCATED UPHILL FROM CURB RAMPS TO PREVENT PUDDLES AT THE PATH OF TRAVEL

CITY OF CARMEL STANDARDS | STANDARD

DRAWING
MODIFIED CURB RAMP TYPE "N’ 10—-43G




MULTI USE PATH

POLYETHYLENE IDENTIFICATION TAPE 1-0"

DIRECTLY OVER CONDUIT
(SEE NOTE 2)

XRG4 75

i‘? ..
S 1
-NI) 4” ¢ OPEN CONDUIT

#10 COPPER WIRE .,
(SEE NOTE 3) 4" ¢ INTERDUCT
CONDUI 7///\/ [ERDUCT DETAIL
NO SCALE

NOTES:

1)

2)

4" ¢ INTERDUCT CONDUIT SHALL BE PVC SCHEDULE 40. THE INTERIOR OF EACH INTERDUCT
SHALL BE SPECIFICALLY DELINEATED WITH 4 CONTRASTING COLORS.

THE POLYETHYLENE IDENTIFICATION TAPE SHALL BE METALLIC AND HAVE A MINIMUM THICKNESS
OF 4 MILS. THE TAPE SHALL READ "CAUTION BURIED FIBER OPTIC". TAPE SHALL BE PLACED
DIRECTLY OVER PIPE AND 18" BELOW FINAL GRADE.

10 GAUGE INSULATED SOLID COPPER LOCATING WIRE SHALL RUN THE LENGTH OF THE CONDUIT AND
SHALL BE ATTACHED DIRECTLY TO THE OUTSIDE OF THE OPEN CONDUIT EVERY 10 FEET. THE LOCATING
WIRE SHALL EXTEND INTO THE HANDHOLES WITH A MINIMUM OF 5' OF COILED WIRE IN THE HANDHOLE
FOR EACH DIRECTION AND SPLICED WITHIN THE HANDHOLE FOR LOCATING PURPOSES.

HANDHOLES SHALL BE PLACED AT LOCATIONS DESIGNATED BY THE CITY ENGINEER, BUT NO

GREATER THAN 400 FEET APART.

DEVELOPER SHALL SUBMIT SHOP DRAWINGS OF INDERDUCT AND HANDHOLES FOR REVIEW

AND APPROVAL.

#38 STONE SHALL BE UTILIZED AS BACKFILL FOR ANY CONDUIT PLACED UNDER PAVEMENT CROSSINGS.

CITY OF CARMEL STANDARDS STANDARD

DRAWING
CONDUIT/INTERDUCT DETAIL 10—44
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. _ SDEWALK—~__ TYPE K
& [ T T T°T T 1 [ T 1
- |
5 S cL _
TYPE ¢ o_r \\\\\wﬂ_mﬂaz\
m_cmi>_._A|/» _ TYPE A
I o ; _ o TYPE L _
UTILITY STRIP
[T [ [T _i_ 1
CL — J—
« m_oms>rx|\ TYPE K
L — —_—
UTIUTY STRIP
— o — [T [ T |
_ |// /lm_omi.»_.x _ CL _
_ _ _ _ _ 4._._2._._< STRIP _ _ o — TvPE D CONCRETE DRIVE
_ . N O 1 1 A
SIDEWALK =
5 [ m_oms>;|\ \Y\
[ TYPE N
TYPE 6 _ =
THE CURB RAMP TYPE INCLUDES THE RAMP AND FLARE SIDES AS INDICATED
ON THE DETAILS. A LEVEL LANDING SHALL BE PROVIDED AT THE HIGH END D crooven Rave
OF EVERY CURB RAMP. o DETECTABLE. WARNING
THE CURB RAMPS SHALL BE PLACED WITHIN THE MARKED CROSSWALK AREA.
CL  CENTERLINE OF ROAD

FLARED SIDE OF SIDEWALK CURB RAMPS NEXT TO UTILITY STRIP SHALL BE

SODDED.
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